
 

 

 
 

 

 

 

 
A 

Prefeitura Municipal de Herval D´Oeste. 
Estado de Santa Catarina. 
Pregão Eletrônico nº 041/2022 – Processo Licitatório nº 0119/2022  

Menor Preço por item – Registro de Preços 
 

ANEXO II - PROPOSTA DE PREÇOS 
 
Dados da Licitante: 
 
Razão Social: CONECTADOS SECURITY COMERCIO DE ELETROELETRONICOS EIRELI– ME / 
CNPJ: 32.513.880/0001-96 
Endereço: Rua Najla Carone Guedert Nº 820 – Sala 03 – Setor 3 – Bairro: Pagani - CEP: 88.132-150 - 
Palhoça – SC. E-mail: conectadossecurity@conectadossecurity.com.br – Tel. (48) 4042-1077 
Inscrição Estadual nº: 258.945.109 / Inscrição Municipal nº: 26658 

Dados Bancários: Banco do Brasil / Agência: 5422-4 / Conta Corrente: 8775-0. 
 
Apresentamos nossa proposta para Registro de Preços para a eventual e/ou futura Aquisição de Câmeras de Alta 
Resolução; Formato Dome, para o Sistema de Monitoramento Integrado a serem instaladas no município de Herval 

d´Oeste, pelo período de 12 (doze) meses, objeto da presente licitação, modalidade PREGÃO ELETRÔNICO 
Nº041/2022, acatando todas as estipulações consignadas, conforme abaixo 
 
OBJETO:  Registro de Preços para a eventual e/ou futura Aquisição de Câmeras de Alta Resolução; 
Formato Dome, para o Sistema de Monitoramento Integrado a serem instaladas no município de Herval 
d´Oeste, conforme especificações descritas do Anexo I deste edital.  
 

ITEM OBJETO QTD VALOR UNIT VALOR TOTAL 

1 CÂMERA SPEED DOME NETWORK 2,0M 32X 
com as ESPECIFICAÇÕES MÍNIMAS: Design tipo 
dome; interface de rede incorporada interna para 
monitoramento remoto 100Base-TX em protocolo 
de internet (TCP/Ipv4/v6) com conexão RJ45; 
sensor de imagem tipo CCD, CMOS ou MOS de 
1/2.8" a 1/4"; resolução de imagem de 1.920 x 1080 
pixel´s a 30 fps; zoom óptico de 32 vezes; 
compactação de imagem H264 em resolução 1.920 
x 1080; dois streams de vídeo; iluminação de 0,8 
lux em cores e de 0,07 lux em preto e branco; 
função dia e noite (day-night) efetivo (com filtro de 
infravermelho (IR) removível); rotação horizontal de 
360º contínuo; rotação vertical de 90º; velocidade 
de pan de 280º/s; velocidade de tilt de 100º/s; 
configuração de 30 posições pré-programadas com 
execução automática e manual; mecanismo de 
lente com foco automático e manual; máscara de 
privacidade configurável; estabilizador de imagem 
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R$ 8.589,00 R$ 51.534,00 
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automático; WDR; entrada para conexão de 
dispositivo de alarme externo; saída para controle 
de dispositivo externo; declaração do fabricante do 
software Digifort atestando a compatibilidade da 
câmera com o mesmo, na forma do subitem 7.4; 
controle automático de ganho (AGC); Entrada e 
saída de áudio; com slot para cartão de memória; e 
fornecimento de 01 cartão de memória de 32 GB 
instalado e configurado. De qualidade igual ou 
superior. 
 
Marca:HIKIVISION+SAN DISK 

Valor total: Cinquenta e um mil e quinhentos e trinta e quatro reais.               R$ 51.534,00 
 

Validade da proposta: 60 dias. 
Prazo de entrega: 20 dias. 
Condições de pagamento: 30 dias. 

Declaramos que no preço cotado já estão incluídas eventuais vantagens e/ou abatimentos, impostos, 
taxas e encargos sociais, obrigações trabalhistas, previdenciárias, fiscais e comerciais, assim como 
despesas com transportes e deslocamentos e outras quaisquer que incidam sobre a contratação 

Declaramos que os itens ofertados atendem a todas as especificações descritas no edital e seus 
anexos 

 

Responsável pela assinatura do Contrato: 
 
Proprietária: Raquel Aparecida Abdo 
Cargo: Representante Legal 
CPF: 145.659.558-06 
RG: 15508618 

 

 

Palhoça - SC, 08 de Julho de 2022. 
 

 
 

RAQUEL APARECIDA ABDO 
DIRETORA/ADMINISTRADORA 

CPF: 145.659.558-06 - RG 15508618 
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DS-2DE5232W-AE(T5) 
5-inch 2 MP 32 × Powered by DarkFighter Network Speed Dome 

 

 

 

 

 

 

 
 

 
Hikvision DS-2DE5232W-AE(T5) 2 MP 32 × Network Speed 

Dome adopts 1/2.8" progressive scan CMOS chip. With the 

32 × optical zoom lens, the camera offers more details over 

expansive areas.  

This series of cameras can be widely used for wide ranges of 

high-definition, such as rivers, roads, railways, airports, 

squares, parks, scenic spots, and venues, etc. 

 

 1/2.8" Progressive Scan CMOS 
 High quality imaging with 2 MP resolution 
 Excellent low-light performance with 

powered-by-DarkFighter technology 
 32 × optical zoom and 16 × digital zoom provide close up 

views over expansive areas 
 WDR, HLC, BLC, 3D DNR, defog, regional exposure, regional 

focus 
 24 VAC & PoE (802.3at) 
 Efficient H.265+/H.265 compression technology 
 Water and dust resistant (IP66) and vandal resistant (IK10) 

 



 

            

 DORI 
The DORI (detect, observe, recognize, identify) distance gives the general idea of the camera ability to distinguish persons or 

objects within its field of view.  

It is calculated based on the camera sensor specification and the criteria given by EN 62676-4: 2015. 

 
DORI Detect Observe Recognize Identify 

Definition 25 px/m 63 px/m 125 px/m 250 px/m 

Distance (Tele) 1600.0 m (5249.3 ft) 634.9 m (2083.1 ft) 320.0 m (1049.9 ft) 160.0 m (524.9 ft) 

 

 Specification 
Camera 

Image Sensor 1/2.8" Progressive Scan CMOS 

Min. Illumination Color: 0.005 Lux @ (F1.6, AGC ON); B/W: 0.001 Lux @ (F1.6, AGC ON) 

Shutter Speed 1 s to 1/30,000 s 

Slow Shutter Yes 

Day & Night IR cut filter 

Zoom 32 × optional, 16 × digital 

Max. Resolution 1920 × 1080 

Lens 

Focus Auto, semi-auto, manual 

Focal Length 4.8 mm to 153.6 mm 

Zoom Speed Approx. 4.8 s 

FOV 

Horizontal field of view: 50.8° to 2.6° (wide-tele), 

Vertical field of view: 29.4° to 1.5° (wide-tele), 

Diagonal field of view:57.4° to 3° (wide-tele)  

Aperture Max. F1.6 

PTZ 

Movement Range (Pan) 360° 

Movement Range (Tilt) -5° to 90° (auto flip) 

Pan Speed Pan speed: configurable from 0.1° to 250°/s; preset speed: 300°/s 

Tilt Speed Tilt speed: configurable from 0.1° to 150°/s, preset speed 200°/s 

Proportional Pan Yes 

Presets 300 

Patrol Scan 8 patrols, up to 32 presets for each patrol 

Pattern Scan 4 pattern scans 

Power-off Memory Yes 

Park Action 
Preset, pattern scan, patrol scan, auto scan, tilt scan, random scan, frame scan, 

panorama scan 

3D Positioning Yes 

PTZ Status Display Yes 

Preset Freezing Yes 

Scheduled Task 
Preset, pattern scan, patrol scan, auto scan, tilt scan, random scan, frame scan, 

panorama scan, dome reboot, dome adjust, aux output 



 

            

Video 

Main Stream 
50 Hz: 25 fps (1920 × 1080, 1280 × 960, 1280 × 720) 

60 Hz: 30 fps (1920 × 1080, 1280 × 960, 1280 × 720) 

Sub-Stream 
50 Hz: 25 fps (704 × 576, 640 × 480, 352 × 288) 

60 Hz: 30 fps (704 × 480, 640 × 480, 352 × 240) 

Third Stream 
50 Hz: 25 fps (1920 × 1080, 1280 × 960, 1280 × 720, 704 × 576, 640 × 480, 352 × 288) 

60 Hz: 30 fps (1920 × 1080, 1280 × 960, 1280 × 720, 704 × 480, 640 × 480, 352 × 240) 

Video Compression 

Main stream: H.265+/H.265/H.264+/H.264 

Sub-stream: H.265/H.264/MJPEG 

Third stream: H.265/H.264/MJPEG 

Video Bit Rate 32 Kbps to 16 Mbps 

H.264 Type Baseline profile/Main profile/High profile 

H.265 Type Main profile 

Scalable Video Coding (SVC) H.264 and H.265 encoding 

Region of Interest (ROI) 8 fixed regions for each stream 

Audio 

Audio Compression G.711/G.722.1/G.726/MP2L2/PCM 

Audio Bit Rate 64 Kbps (G.711)/16 Kbps (G.722.1)/16 Kbps (G.726)/32-192 Kbps (MP2L2) 

Audio Sampling Rate 8 kHz/16 kHz/32 kHz/48 kHz 

Environment Noise Filtering Yes 

Network 

Network Storage NAS (NFS, SMB/CIFS), auto network replenishment (ANR) 

Protocols 
IPv4/IPv6, HTTP, HTTPS, 802.1x, Qos, FTP, SMTP, UPnP, SNMP, DNS, DDNS, NTP, RTSP, 

RTCP, RTP, TCP/IP, UDP, IGMP, ICMP, DHCP, PPPoE, Bonjour, Websocket, Websockets 

API 
Open Network Video Interface (Version 19.12, Profile S, Profile G, Profile T), ISAPI, SDK, 

ISUP 

Simultaneous Live View Up to 20 channels 

User/Host Up to 32 users; 3 user levels: administrator, operator, and user 

Security 

Password protection, complicated password, HTTPS encryption, 802.1X authentication 

(EAP-TLS, EAP-LEAP, EAP-MD5), watermark, IP address filter, basic and digest 

authentication for HTTP/HTTPS, control timeout settings, security audit log, TLS 1.2, 

host authentication (MAC address) 

Client iVMS-4200, HikCentral Pro, Hik-Connect 

Web Browser IE11, Chrome57+, Firefox52+, Safari11+  

Image 

Day/Night Switch Day, Night, Auto, Schedule 

Image Enhancement BLC, HLC, 3D DNR 

Wide Dynamic Range (WDR) 120 dB 

Defog Digital Defog 

Regional Exposure Yes 

Regional Focus Yes 

Image Settings 
Saturation, brightness, contrast, sharpness, gain, and white balance adjustable by 

client software or web browser 

Image Parameters Switch Yes 

Privacy Mask 24 programmable polygon privacy masks, mask color or mosaic configurable 



 

            

SNR ＞52 dB 

Interface 

Ethernet Interface 1 RJ45 10M/100M self-adaptive Ethernet port 

On-board Storage Built-in memory card slot, support microSD/SDHC/SDXC card, up to 256 GB 

Alarm 2 inputs, 1 output 

Audio 
1 input (line in), max. input amplitude: 2-2.4 vpp, input impedance: 1 KΩ ± 10%;  

1 output (line out), line level, output impedance: 600 Ω 

Reset Yes 

Event 

Basic Event Motion detection, video tampering alarm, exception, alarm input and output 

Smart Event 

line crossing detection, intrusion detection, region entrance detection, region exiting 

detection, unattended baggage detection, object removal detection, audio exception 

detection 

Alarm Linkage 
Upload to FTP/NAS/memory card, notify surveillance center, send email, trigger alarm 

output, trigger recording, and PTZ actions (such as preset, patrol scan, pattern scan) 

Deep Learning Function 

Face Capture Yes 

General 

Operating Condition -30 °C to 65 °C (-22 °F to 149 °F). Humidity 90% or less (non-condensing) 

Power 24 VAC, Max. 20 W; PoE (802.3at) 

Material Metal 

Dimension Ø  220 mm × 280 mm (Ø  8.66" × 11.02") 

Weight Approx. 3.0 kg (6.61 lb.) 

Approval 

EMC 

FCC (47 CFR Part 15, Subpart B); CE-EMC (EN 55032: 2015, EN 61000-3-2:2019, EN 

61000-3-3:2013+A1:2019, EN 50130-4: 2011 +A1: 2014); RCM (AS/NZS CISPR 32: 

2015); IC (ICES-003: Issue 7); KC (KN 32: 2015, KN 35: 2015) 

Safety 
UL (UL 62368-1); CB (IEC 62368-1:2014+A11); CE-LVD (EN 62368-1:2014/A11:2017); 

BIS (IS 13252(Part 1):2010/IEC 60950-1: 2005); LOA (IEC/EN 60950-1) 

Environment CE-RoHS (2011/65/EU); WEEE (2012/19/EU); Reach (Regulation (EC) No 1907/2006) 

Protection 
IP66 (IEC 60529-2013), IK10 (IEC 62262:2002), TVS 6000V lightning protection, surge 

protection and voltage transient protection 

 

 

 Typical Application 
Hikvision products are classified into three levels according to their anti-corrosion performance. Refer to the following 

description to choose for your using environment. 

 

This model has NO SPECIFIC PROTECTION. 

 

 Available Model 
DS-2DE5232W-AE(T5) 



 

            

Level Description 

Top-level protection Hikvision products at this level are equipped for use in areas where professional anti-corrosion 

protection is a must. Typical application scenarios include coastlines, docks, chemical plants, and 

more. 

Moderate protection Hikvision products at this level are equipped for use in areas with moderate anti-corrosion 

demands. Typical application scenarios include coastal areas about 2 kilometers (1.24 miles) away 

from coastlines, as well as areas affected by acid rain. 

No specific protection Hikvision products at this level are equipped for use in areas where no specific anti-corrosion 

protection is needed. 

 

 Dimension 

 
 

 
 Accessory 
 Included 

DS-1602ZJ 

Wall mount 

 



 

            

 Optional 

DS-1681ZJ DS-1604ZJ DS-1604ZJ-corner DS-1663ZJ DS-1604ZJ-pole 

     

DS-1619ZJ DS-1681ZJ-2 DS-1667ZJ DS-1673ZJ DS-1661ZJ 

 
 

   

DS-1604ZJ-BOX-

CORNER 
DS-1100KI DS-1005KI DS-1604ZJ-box DS-1682ZJ 

     

DS-1662ZJ 
DS-1604ZJ-BOX-

POLE 
DS-1660ZJ 

   

 

 

 



 

 

 



 

 

 
 

 

 

 
A 

Prefeitura Municipal de Herval D´Oeste. 
Estado de Santa Catarina. 
Pregão Eletrônico nº 041/2022 – Processo Licitatório nº 0119/2022  

Menor Preço por item – Registro de Preços 
 

 DECLARAÇÃO DE COMPATIBILIDADE COM O SOFTWARE DIGIFORT 
 

A empresa Conectados Security Comercio de Eletroeletrônicos Eireli - ME, inscrita no CNPJ sob o nº 
32.513.880/0001-96, por intermédio de seu representante legal, a Sra. Raquel Aparecida Abdo, portadora da 
Carteira de Identidade nº 15508618, do CPF nº 145.659.558-06, DECLARA,  que o equipamento ofertado, atende 
plenamente ao Software Digifort conforme solicitado na especificação técnica e Termo de Referência.  

 

COMPROVAÇÃO:  

 
Segue link do catalogo para comprovação de que o equipamento atende ONVIF: 

https://www.hikvision.com/content/dam/hikvision/products/S000000001/S000000002/S000000011/S000000012/OFR000027/M00005

2504/Data_Sheet/Datasheet-of-DS-2DE5232W-AET5_V5.7.1_20220704.pdf 

 

 

Palhoça - SC, 08 de Julho de 2022. 
 

 
 

RAQUEL APARECIDA ABDO 
DIRETORA/ADMINISTRADORA 

CPF: 145.659.558-06 - RG 15508618 
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